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EXECUTIVE SUMMARY

As a part of he Federal Aviation Administration’s Aircraft Catastrophic Failure Prevention
Program, the Naal Air Warfare Center Weapons Division under ttaat to tle FAA William J.
Hughes Techital Center conducted a turbine disk containment test. The purpose was to
demonstrate the ctainment capabily of the Kevlar rig against full-size T53 egine rotor
fragments. A containmentng was deigned and fabricatedy Pepin Associatednc. and
provided to the Naval Air Warfare Center, Weapons Divisbynthe William J. Hughes
Technical Center. Téengine am containment ring were installed in an UH-1dyhelicopter.
The second stage power turbine disk was hemicso that the disk would rupture at
apprximatdy 20,400 rpm. Thergine was started and immedistaccelerted to minimize the
chance of gremature rupture. Thevent was recaled on Igh-speed film at 4000 pictures per
second.

The disk ruptured as thengine acceler®d thraigh 19,629 rpm. The disk ruptured into three

equal sections (g@poximatdy 3.6 Ibs. each). The result was a contained tri-hubt lvith minor
bulging of the comainment rig and little sgn of distress to the airframe.
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INTRODUCTION

This test was conducted aetfinal phae of the “Derelopment 6 Lightweight Containment
Structures” project sponsorday the FAA William J. Hughes Techoal Center uder the
Aircraft Catastrophic Failure Prevention Program.

The objective of this effort was to developdagvaluate tie aircraft robr fragment containment
materials and structures against dyfiolladed T53 turboshaft mgine second stage power turbine.
The turbine disk was modified to burst apepximatdy 20,400 rpm to produce 1 x &-Ibs of
kinetic enegy. The T53 @&gine was selected to peesent themedium turboshaft rgines.
Previous burst tests using modified T53 secdades power turbine disks were cowted in a
vacuum spin chamber located at thevélaAir Warfare Ceter Aircraft Division in Trenton
(NAWCAD-TRN), New Jerey. This test, as the finahpse, was conducted at the outdoor test
site at the Naval Air Warfare Center Weapons Division at Chaie, California. Kevlar, S-2
fiberglass, and ggbenzbisaazole (PBO) farics andcylindrical structures with reinforcements
were evaluated and spin tested for disk fragment containmemgdine early phasef the
program. Some of the tests were ¢guafed with the egine case and combustor as installed in
the actual egine. The most promisghmaterial wa$*BO followed by Kevlar. Due to the time
and funding constraints, the Kevlar material wasd for the final phase. Pepin Asfates,Inc.
(PAI) fabricated he containment ngs described in this report.

TEST OBECTIVES

The primay objective of the test was to demonstrate the containment capalbihe Kevlar

ring that was degned and fabcatedby PAI to contain the full-size T53 engine rotor fnagnts.

A seconday objective was to stly the effect 6 absorbing the rote fragmen enegy on the
aircraft durirg the comainment event. This includes the interaction of the impacted containment
ring, roor fragments, and thergine accessoriesish as the combustor, vane, andeca

TEST SETUP

NAWCAD-TRN personnel modified theecond power turbine and used the Nésey Army
National Guard facity for engine disassentp and installation of the disk. The second stage
power turbine disk was wkanedby removing three turtne blades, 120apart. Then radial
slots were machined from the Bé&firtree grose down into the disk. The tri-hub burst igs
and procedre are gplained in detail in “Evaluation of ightwaght Materal Concepts for
Aircraft Turbine Ehgine Rotor Failure Ptection” FAA Report DOT/FAA/AR-96/110. The
notch created a stress concentration in the disk sufficient to causeréoad failure at normal
operatng speed.

The containment mg was developed and fabried by Pepin Associategnc. The ring was
fabricated with a 0.014-inch titanium inner and outer sleevae-iGch-thick Kevlar 2%allistic
fabric male up the primgy structureof the containment ring. fe ring was stragthene& with
titanium rods which were inserted thgbuthe fabric and laser welded to the inner and outer
sleeves (gure 1). he ring waghed appraimately 25 Ibs. The containmening was installed

on the test enge and loosly comected to tk engine case. Téring was centered on the second
stage pwer trbine.



FIGURE 1. CONTAINMENT RING SECTION

The T53 engine was then installed in an UH-1 Huey helicopter (figure 2). The helicopter was
mounted on two 2-foot-thick cement blocks and cabled down to three 1-foot-thick cement blocks
(figure 3). The rotor head was removed to simplify the test setup and preparation. The engine

was remotely started and operated. An emergency shutoff valve was located near the engine
interface.

FIGURE 2. PRETEST INSTALLATION



FIGURE 3. TEST SETUP

HIGH-SPEED CAMERA TMING

Even though the disk was notched, there was ap o determining g&acly whenor at what
speed the disk would fail. To capture the event igh-speed film, a speed triggercuit was
used. There were appimatdy 8 seconds of film at a ecaera peed of 4000 picires per
second, 2.5 second$ which were ged as the cameras came up to speed. Prior to installing the
test engine, a seconaiggne was tested to determine the power turbine acceleration time from
idle to maimum (figure 4). Multiple runs were congtted, and it wasletermined that the
acceleration from idle to manum was appmimatdy 10 seconds. Idle speed was
apprximatdy 10,400 rpm and m@nmum was 22,500 rpm. Bed on the enge acceleration
times and the target rupture speed (20,400 rpm) and congidkg camera time required to
come to speed,taigger speed of 14,000 rpm was chosen.
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FIGURE 4. ENGNE ACCH.ERATION CALIBRATION



TEST PROCEDURE

The test was succesdfgtonduded per he following checklist and procedure.

Pretest Checklist

Install breakpaper

Check fuel vale operation

Check camera views

Fuelsystem checkout. Reroute and protect fuel line — shutofeval

Ignitor checks

Camera line lseckout

Define the pwer turbine peed (Np) trgger speed 14,000 rpm

XIN(@ g~ WINIE

Load cameras

Test Procedure

Open fuel vale

Verify cameras raty

Verify camera lines are unarmed

Begin data collection

Starter power ON anigjnitors ON

Power level agle (PLA) to 25 deg

Disengage starter amgnitors at N2 = 50 %

Reset triger system

©X N O |W N

Arm camera lines

H
©

Verify good start

|_\
=

AdvancePLA to 100deg

|_\
N

Ensure tigger is activated as Ngasses 14,000 rpm

H
w

Ensure Np is accelerating to 20,000 at appnatdy 1500 rpm/sec
Should take appromatdy 4 seconds

14. If Np reades overpeed limit 22,000 rpm, continuagne running until disk ruptures.

15. After event close tiel valve.

16.  Secure thead; allow firefghters access to tipad as needed.

TEST RESUWTS

The test was completed as plannedhe Tameras wereigigered as Nppassed thragh 14,000
rom. The disk released at 19,629 rpm. Test data are providedriesfig thragh 7. The disk
ruptured into thre@eaty equal sections that were contairmdthe cotainment mg. The outer
titanium shell split due to the tensile load resgitirom the disk frgments pullirg the Kevar
into a triangular shape. All three disk fragments pated the rgine combustor case.h& fuel
lines located between the ¢aimment rig and combustor case were penetrated, regultira
small fire. Seconds blade fragmentsxied the @gine ehaust nozzle and a few fragments



appeared to exit through the holes created by the disk fragments. These fragments were low-
energy releases. Post event pictures are provided in figures 8 through 11.

The engine stayed within its mounts, with little apparent duress caused from the disk fragment
energy being absorbed. The only noticeable sign of high vibration or loading was a broken
throttle linkage.

The disk fragments were recovered and weighed (table 1). The original weight of 10.8 Ibs
included blades which were broken off during impact. Approximately 2.65 Ibs of debris was
released.

TABLE 1. WEIGHT OF DISK FRAGMENTS AFTER BURST

Disk Fragment Number Fragment Weight After Burst (Ibs)
1 2.66
2 2.70
3 2.79
Total Large Disk Fragments 8.15
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FIGURE 5. POWER TURBINE SPEED AND BREAK PAPER VOLTAGE
VERSUS TIME TEST DATA



—a—Power Turbine Speed - Np (rpm)  -[=5—Compressor Discharge Pressure - Ps3 (psig)
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FIGURE 6. POWER TURBINE SPEED AND COMPRESSOR DISCHARGE PRESSURE
VERSUS TIME TEST DATA
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FIGURE 7. POWER TURBINE SPEED AND TURBINE GAS TEMPERATURE
VERSUS TIME TEST DATA



FIGURE 9. POSTTEST LEFT SIDE OF ENGINE



FIGURE 10. POSTTEST RIGHT SIDE OF ENGINE

FIGURE 11. DISK FRAGMENTS



CONCLUSIONS

The Pepin containmentng successfly contained the 93 secod stage power turbine

fragments. This fibematerial, Kevlar 29 reinforced with titanium rods af 4Bgles, is a good
baseline ballistic fabric for céminment structures. This is based on the specdntainment
fragment eergy of the containment ng.

All three fragments penetrated thgh the combustor cse and wee embedded inside the
containment rig. Minimum interactions between the immediaergine components and
fragments were daerved.

This test demonstrated thepadility to contain a trhub burst on a medium sized turboshaft
helicopter agine. Practical issues related tearane for mainteance @ a cay to day bass as
well as degyn for ring expansion durig the failure are difficult challeyes that must be
considereddr production of thistype of asystem.
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